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RefDes | value |15V [C-GND | GND 1 | GND 2 | GND_3 | GND_4 | GND 5 N w2
1 TLO-72 4 cza7 R24 47K 1/BW
U101 | TDA7053A 710,14 —u—‘ 7K 178w
U20: TDA7053A 7.10.14 1uk
U301 | TDA7053A 710,14 v
U401 | TDA7053A 710,14 L
U50; TDA7053A 710,14 TEST POINTS = L
i +22VDC
2 +13.1vDC
3 +15.0VDC ROIA
E RIBBON CONNECTOR
[4] 183VAC CisEoN comEeT
[5] 3.75VAC s
[6] 3.75VAC COvE T
7] 3.75VAC ’
CAUTION: 8 3.75VAC . 5
- a1 2-16-99 |CONTROL ISSUE
THIS SCHEMATIC IS PROVIDED FOR USE BY QUALIFIED PERSONNEL. 9] 3.75VAC — e o — 1 -
TO AVOID RISK OF ELECTRIC SHOCK, REFER SERVICING TO QUALIFIED |10| 3.75VAC e Crls)Een(s) gdBy | Appvdby Date
SERVICE PERSONNEL. DO NOT PERFORM ANY SERVICING BEYOND 11] 3.75VAC e s 7O ST LoUS MUSIG NG
THAT EXPLAINED IN THE OPERATING INSTRUCTIONS. m 3.75VAC roa | ez
=] RIBBON CONNECTOR | RIBBO! Signatures: Date:
Nlc;TciSUTlou SHOCK HAZARD! B 375vAC & =alE= Drawn: wrs | 7oss
H i 14] 75VA( [HPL_: 1 St. Louis, MO 63146
THIS UNIT CONTAINS HAZARDOUS VOLTAGE. DISCONNECT POWER = 37SVAC ey R e e Checked | tvsoss | Fruseaon SM5HPa
AND BE SURE POWER SUPPLY IS DISCHARGED BEFORE (18] 3.75VAC e e e e Released
TOUCHING INTERNAL PARTS. - monon i
2) UNLESS NOTED, RESISTOR VALUES IN OHMS, 1/4W-5% TOL. CONDITIONS: 10VAC INPUT TO POWER JACK J3, WITH vol:ifi ) S ey D | "EX Small Signal Stereo Amp
CAPACITOR VALUES IN MICROFARADS, SOV-iO% TOL. SIGNAL INPUT TO J1, 1kHz, 1Vrms, 600 ohm SOURCE. @ C- 1 1 ot Time: 095157 | Drawing Type: Schematic
3) VOLTAGES ARE MEASURED WITH 1 MEGOHM OSCILLOSCOPE ALL MEASUREMENTS -40% +60% (+/-4dB) - o Tolerance ClassCose: _ nowe | Drawing Number: 07S656-XX
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